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LABORATORY LOCATION/ TESTING LABORATORY, SAYBOLT (M) SDN. BHD (JOHOR)
CENTRAL OFFICE: 19, JALAN SENANGIN 5, TAMAN PASIR PUTIH , 81700,

JOHOR

MALAYSIA
ACCREDITED SINCE : 22 JANUARY 2026
FIELD(S) OF TESTING: CHEMICAL

This laboratory has demonstrated its technical competence to operate in accordance with MS ISO/IEC
17025:2017 (ISO/IEC 17025:2017).

This laboratory’s fulfilment of the requirements of ISO/IEC 17025 means the laboratory meets both the
technical competence requirements and management system requirements that are necessary for it to
consistently deliver technically valid test results and calibrations. The management system requirements in
ISO/IEC 17025 are written in language relevant to laboratory operations and operate generally in
accordance with the principles of ISO 9001 (see Joint ISO-ILAC-IAF Communiqué dated April 2017).

CENTRAL LOCATION: TESTING LABORATORY, SAYBOLT (M) SDN. BHD (JOHOR)
19, JALAN SENANGIN 5, TAMAN PASIR PUTIH , 81700,
Johor

FIELD(S) OF TESTING : CHEMICAL,

SCOPE OF TESTING : CHEMICAL

Material / Product Tested Type Of Test / Properties Standard Test Methods /
Measured / Range Of Equipment / Techniques
Measurement

Fuel OIl Acid Number of Petroleum Product | ASTM D664
(by Potentiometric Titration)
Ash for Petroleum Product ASTM D482/ ISO 6245-01/ IP 4

Determination of Carbon Residue |ASTM D4530/1SO 10370
(Micro Method)
Cleanliness and Compatibility (by |ASTM D4740
Spot test)
Gravity, API, Relative Density (by |ASTM D4052/1SO 12185
Digital Density Meter)
Gravity, API, Relative Density (by |ASTM D1298/1SO 3675
Hydrometer Method)
Flash Point (by Pensky-Martens ASTM D93 Procedure B/ ISO
Closed Cup Tester) 2719/ 1P 34

SKIM AKREDITASI MAKMAL MALAYSIA (SAMM)
LABORATORY ACCREDITATION SCHEME OF MALAYSIA


https://accreditation.jsm.gov.my/public/listing/cab/samm-ct/30005471

Scan this QR Code or visit https://accreditation.jsm.gov.my/public/listing/cab/samm-ct/30005471 for the current scope of accreditation

NO: SAMM 1203

Schedule

Issue date: 22 January 2026

Valid Until: -

Page: 2 of 3

Material / Product Tested

Type Of Test / Properties
Measured / Range Of
Measurement

Standard Test Methods /
Equipment / Techniques

Kinematic Viscosity of transparent
and Opaque liquids (and
Calculation of Dynamic Viscosity)

ASTM D445/ ISO 3104

Determination of Multielement (by
Ashing, ICP-OES)

IP 501

Pour Point of Petroleum Product

ASTM D97/ 1S0O 3016

Sulfur (by Energy Dispersive X-
Ray Fluorescence)

ASTM D4294/ ISO 8754

Total Sediment in Residual Fuel
(Existent)

ASTM D4870/ ISO 10307-1/ IP
375

Total Sediment in Residual Fuel
(Accelerated)

ASTM D4870 Proc B/ ISO
10307-2/ IP 390 Proc B

Total Sediment in Residual Fuel
(Potential)

ASTM D4870 Proc A/ ISO
10307-2/ IP 390 Proc A

Water in petroleum products and
bituminous material by distillation
(by Distillation)

ASTM D95

Biofuel Gravity, API, Relative Density (by |ASTM D4052/1SO 12185
Digital Density Meter)
Free Fatty Acids ISO 660/ AOCS Ca 5a-40/ EN
14104
Moisture and Volatile Matter ISO 662/ AOCS Ca 2¢-25
Insoluble Impurities ISO 663/ AOCS Ca 3a-46
lodine Value ISO 3961/ AOCS Cd 1d-92/ EN
14111
Unsaponifiable Matter ISO 18609/ AOCS Ca 6a-40
Flash Point (by Pensky -Martens | ASTM D93 Procedure B/ ISO
Closed Cup Tester) 2719
Determination of Multielement ASTM D5185
(ICP -OES)
Total Sulfur in Light Hydrocarbon, |ASTM D5453
Spark Ignition, Engine Fuel, Diesel
Engine Fuel and Engine Oil by UV
Fluorescence
Slip Melting Point AOCS Cc 3-25
Jet Oil Gravity, API, Relative Density (by |ASTM D4052/1S0O 12185
Digital Density Meter)
Determination of sulfur content by |IP 336/ISO 8754
Energy Dispersive X-ray
Fluorescence
Flash point by Abel closed-cup IP 170/ ISO 13736
method
Distillation of Petroleum Products |ASTM D86
and Liquid Fuels at Atmospheric
Pressure
Gasoline Gravity, API, Relative Density (by |ASTM D4052/1SO 12185

Digital Density Meter)
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Measurement

Total Sulfur in Light Hydrocarbon, |ASTM D5453/1SO 20846
Spark Ignition, Engin Fuel, Diesel
Engine Fuel and Engine Oil by UV
Fluorescence

Distillation of Petroleum Products |ASTM D86/ ISO 3405
and Liquid Fuels at Atmospheric

Pressure
Vapor Pressure of Petroleum ASTM D5191
Products and Liquid Fuels (Mini
Method)
Gas Oill Gravity, API, Relative Density (by |ASTM D4052/1SO 12185

Digital Density Meter)
Determination of sulfur content by |ASTM D4294
Energy Dispersive X-ray
Fluorescence
Distillation of Petroleum Products |ASTM D86
and Liquid Fuels at Atmospheric
Pressure

Total Sulfur in Light Hydrocarbon, |ASTM D5453
Spark Ignition, Engine Fuel, Diesel
Engine Fuel and Engine QOil by UV
Fluorescence

Kinematic Viscosity of Transparent | ASTM D445
and Opaque liquids (and
Calculation of Dynamic Viscosity)
Flash Point (by Pensky-Martens ASTM D93 Procedure A
Closed Cup Tester)
Water in Petroleum Products, ASTM D6304 Procedure A/ ISO
Lubricating Oils and Additives by | 12937

Coulometric Karl Fisher Titration)
Determination of Carbon Residue |ASTM D4530
(Micro Method)
Acid and Base Number by color- |ASTM D974
indicator Titration
Acid Number of Petroleum ASTM D664
Products by Potentiometric
Titration- Method A
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